
Subject Construction
Level 3 Preparation Work

Background

Hungerford Community Centre is situated on Hungerford Road in Brislington, Bristol.  It has a function 
hall, an upstairs social club bar, a kitchen, and two other rooms, one of which is currently used as a 
store room for old furniture.  Toilets are situated on the upper and ground floors.  
The centre has a car park with space for 15 cars.  There is a garden at the rear of the building with a 
small play area for children.
The community centre wants to provide an opportunity for parent/toddler groups to use the facilities 
for coffee mornings, support groups etc.
The room is in a poor state of repair, and the community has approached you to carry out the 
necessary renovation to make it suitable for the purposes laid out above.

Client’s Brief

You have been asked to carry out the renovation of the room above.  The proposed parent/toddler 
group is to be run on a not-for-profit basis, and with money donated by community centre members.  
It is therefore important that the renovation provides value for money and is completed on time and 
on budget.

The following defects have been identified:

Internal Door

The internal panel door is damaged beyond repair and will need to be replaced.
Specification: The requirement is for a six panel internal door, finished with an oil-based gloss paint, 
with no drips or sags visible.  The door should be hung with gaps no bigger than 3/4mm between the 
door and the frame. New door furniture is to be fitted.

Electrical Sockets

The room has only one double socket.  This is insufficient to meet user needs.
Specification: One other double socket is to be added at an appropriate position.
The cabling to the new socket must not hanging loosely behind the stud wall. The socket must be fixed 
firmly and squarely to the wall. It will be tested for accuracy of all connections.

Internal Walls

The stud walls have sustained minor damage all over and small holes, scratches and marks are in need 
of repair.

Specification: Follow the necessary preparation techniques to make good any defects. All walls are to 
be painted with at least two coats of emulsion.  Scratches and repairs should not be visible in the paint 
finish.  A dado rail is to be fitted and will require an oil-based gloss finish. All cutting in around the 
dado rail must be neat and clean.



Cracks in the walls will need to 

filled and sanded smooth.

Nails were used to fix the 

plasterboard, and they have come 

loose. The boards will be fixed with 

screws and then filled and sanded 

smooth.

Damage to the door is beyond 

repair. A replacement door will be 

sourced and fitted.

DEFECTS



ASSIGNMENT TASKS    

TASKS

1. Produce a plan showing how the work will be completed. Explain what you plan to do first 
and with what materials. Use your local DIY store to research the materials and tools you 
might use and why.

2. Complete the specified renovation tasks. How will you plan the renovation task? What 
materials and tools will you require? How will you apply the methods? Who would you assign 
this job if you owned the Building company? Why?

3. Prepare a report for your manager, indicating the quality of the work carried out. Evaluate 
your own production plan, methods, materials and expectation. If you have the Ability to 
complete a project at home over the next few months Photograph the before and after to 
show your understanding of construction. This could be painting and decorating, Building, 
Carpentry ( help hang a door) 


